


Infra Tec mobileIR M8
Mobile pocket thermographic camera

Technical specifications

Spectral range (8 ... 14) µm

Detector, image format (pixel) Uncooled microbolometer FPA, (160 x 120)

Built-in video camera Digital CMOS, (1,600 x 1,200) pixel, 24 bit colour depth
Storage with thermographic image

Temperature measurement range (-20 ... 250) °C, optional up to 1,200 °C

Measurement accuracy ±2 K, ±2 %

Temperature resolution at 30 °C Better than 0.08 K

IR-frame rate 50/60 Hz

�,�P�D�J�H���¿�H�O�G (21 x 16)°

Focus Manual and automatic

Image merging Overlay of infrared and real image

Voice annotation capability Storage of voice annotation (60 s per image)

Image storage �,�Q�W�H�U�Q�D�O���À�D�V�K���P�H�P�R�U�\���D�Q�G��Mini-SD card

Built-in laser pointer Laser class 2

Interfaces USB 2.0, PAL-NTSC-Video, Headset

Power supply Li-Ion battery, operating time 4 h

Operation temperature, encapsulation (-10 ... 60) °C, IP 54

Weight (with battery), Dimensions 350 g, (155 x 70 x 45) mm

InfraTec mobileIR M8 is an extreme small and lightweight radiometric thermographic camera, convenient usable like a mobile phone. Due 

to the ergonomic design and an optimal control arrangement the camera is very easy to operate via 2 buttons and the joystick.

The thermographic images are displayed with high quality in a high-resolution turnable 2.5“ TFT touchscreen which simultaneously 

provides an overview of the current camera state. Acquired measurement dates will be saved on exchangeable Mini-SD-Card internal or 

external. Maximal mobility will be reached in combination with operation time up to 4 hours.

InfraTec mobileIR M8 offers various measurement functions like simultaneous analysis of four spots and four areas, representation of line 

�S�U�R�¿�O�H�V���D�Q�G���L�V�R�W�K�H�U�P�V���D�Q�G���D�Q���D�X�W�R���F�R�U�U�H�F�W�L�R�Q���R�I���D�P�E�L�H�Q�W���F�R�Q�G�L�W�L�R�Q�V�����7�K�H���G�R�F�X�P�H�Q�W�D�W�L�R�Q���R�I���W�K�H���P�H�D�V�X�U�L�Q�J���V�L�W�X�D�W�L�R�Q���E�\���P�H�D�Q�V���R�I���G�L�J�L�W�D�O��

voice annotation and built-in 2 MegaPixel colour video camera makes InfraTec mobileIR M8 a convenient tool for predictive maintenance 

of both electrical installations and mechanical assemblies as well as locating leaks from pipes and building thermography. Replaceable, 

quick rechargeable Lithium-Ion batteries and a very low power consumption ensure an outstanding operating time of four hours. 

�,�Q�I�U�D�7�H�F���P�R�E�L�O�H�,�5���0�����L�V���W�K�H�U�H�I�R�U�H���G�H�G�L�F�D�W�H�G���I�R�U���D�Q���L�Q�H�[�S�H�Q�V�L�Y�H���H�Q�W�U�D�Q�F�H���L�Q���W�K�H�U�P�R�J�U�D�S�K�\���I�R�U���D���Z�L�G�H���¿�H�O�G���R�I���L�Q�G�X�V�W�U�L�D�O���D�S�S�O�L�F�D�W�L�R�Q�V�����%�R�W�K��

thermographic and VIS images can be transferred with the voice annotations via Mini-SD card or USB 2.0 interface to a PC. InfraTec offers 

powerful tools of it‘s thermograpy software suite IRBIS® �����I�R�U���W�K�H���R�I�À�L�Q�H���G�D�W�D���H�Y�D�O�X�D�W�L�R�Q���D�Q�G���U�H�S�R�U�W���J�H�Q�H�U�D�W�L�R�Q��

�'�H�V�L�J�Q���D�Q�G���V�S�H�F�L�¿�F�D�W�L�R�Q���V�X�E�M�H�F�W���W�R���F�K�D�Q�J�H���Z�L�W�K�R�X�W���S�U�L�R�U���Q�R�W�L�F�H��


